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By default, the devices come in a PAL signal. You

need to change it to the NTSC signal. Well explain
you how to do it here:

1. Press the right click and go to the Main Menu

Record Mode
PlayBack
PTZ Control
Coaxial control
PreviewSignal
Color Setting
Guide

Output Adjust
Logout

View 1 >
View 4




2. Select the System button. Now select the
General button

SYSTEM LOGIN->Main Menu
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- © Configure Time, language and remote control address.




3. Here you wil find the Video Standard Option.
Please change the option from PAL to NTSC.

Main Menu->General

System Time  [2017-01-23[11: 04: 36 |
Date Format  [YYYYMMI[-] [ DST |

Date Separator [ [+
Time Format
Language [ENGLISH ||
HDD Full (Overwrite |7]

]

DVR No.
Video Standard |

Auto Logout [0 min

Machine Name [LocalHost
Guide %)

| OK || Cancel |

Main Menu->General

System Time  [2017-01- 23[11: 04: 36 |
Date Format  [YYYYMMUL~] | DST |

Date Separator [ [+
Time Format
Language [ENGLISH |~
HDD Full (Overwrite |7]

e ]

DVR No.

Video Standard [PAL [~
Auto Logout PAL min
Machine Name

Guide )

. OK || cancel |




4. Press OK to save the change and reboot the
DVR.

Some of the settings to take effect after
reboot the system, sure you want to reboot
the system?

.~ OK || Cancel |

And now youll be able to see your cameras.
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Por defecto, los dispositivos vienen establecidos en
sefial PAL Usted necesita cambiarlo a sefial NTSC.

Le explicaremos cOémo realizar estos cambios a
continuacion:

1. Presione botdbn derecho e ingrese al Mend
Principal

Record Mode
PlayBack
PTZ Control
Coaxial control
PreviewSignal
Color Setting
Guide

Output Adjust
Logout

View 1 »
View 4




2. Seleccione el boton “System” (Sistema). Luego,
seleccione el botdn “General”.

SYSTEM LOGIN->Main Menu
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General Encode Network GUI Display
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- © Configure Time, language and remote control address.




3. Se visualizara la opcidn “Video Estandar” (Video
Estandar). Por favor, cambie la opcidn de PAL a

NTSC.

Main Menu->General

System Time  [2017-01-23[11: 04: 36 |
Date Format  [YYYYMMI[-] [ DST |

Date Separator [ [+
Time Format
Language [ENGLISH ||
HDD Full (Overwrite |7]

]

DVR No.
Video Standard |

Auto Logout [0 min

Machine Name [LocalHost
Guide %)

| OK || Cancel |

Main Menu->General

System Time  [2017-01- 23[11: 04: 36 |
Date Format  [YYYYMMUL~] | DST |

Date Separator [ [+
Time Format
Language ENGLISH |[]

HDD Full [Overwrite ||
VAT —

Video Standard [PAL [~
Auto Logout PAL min
Machine Name

Guide )

. OK || cancel |




4. Presione OK para guardar los cambios y reinicie
DVR.

Some of the settings to take effect after
reboot the system, sure you want to reboot
the system?

.~ OK || Cancel |

Y ahora ya podra visualizar sus camaras.




Any other questions you can contact our
Technical Support Department at support@logan-cam.com

Cualquier otra consulta se puede comunicar al
departamento de soporte técnico por medio
del correo: support@logan-cam.com
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http://www.logan-cam.com/
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