
Security for all

MODEL: LWAWPCE

DATA SHEET CCTV

Megapixel

2
Weatherproof

1.3MPX Dome 5X Optical Zoom 
PTZ WiFi IP Camera

Integrated Speed
PTZ Rotator

Delicate stepping motor, stable, 
sensitive and accurate

355° Pan and 90° Tilt range
(auto-flip) without blind area
Stepless speed change, auto 

zoom/speed matching
Near / far IR Light auto matches 

camera zoom in/out 
control the movement rotation 

from your smartphone

1.3mPx

1mPx

960h

Motion 
Detection

1/4 CMOS
SUPPORTS

UP 32GB

Image Sensor 1/3'' CMOS, 960P

Camera Resolution 1,3 Megapixel

Effective Pixels 1280(H) x 1024(V)

Infrared LED 22 pcs

Lens Mount 2,8-12mm (Motorized ), 5x  Optical Zoom, 3x Digital Zoom

Compression Standard H.264

Field of View Horizontal 355° - Vertical 90°

Vision Angle 33° a 90° Degrees

960P (1280*1024), 720P (1280*720), VGA (640*352), QVGA (320*176)

50Hz: 1  &%$."!((-((,+*#)('&%$#"!

Image settings The tone, brightness, contrast, saturation and sharpness are adjustable.

Shutter Speed NTSC (1/60 sec-1/100,000 sec)

Day & Night IR cut filter with auto switch/ IR cut delay

Night Vision Distance Up to 15m

Minimum Illumination 0~5 LUX (IR on)

Interface RJ-45 (10/100M)

System Compatibility ONVIF ver2.1

Mobile views Supported (compatible for iOS, Android)

Video management software Compatible with Windows PC, Apple Mac

Ingress Protection IP66

Operative Temperature + 14° ~ + 122°F/ - 10° ~ + 50°C

Power Supply DC 12V/1A

Audio input 1CH RCA

Audio output 1CH RCA

Memory Stick Supports up to 64GB (Not included)

Internal memory 16 GB

Video output RJ-45, WIFI

GENERAL

TECHNICAL SPECIFICATIONS FOR THE CAMERA

VIDEO

Frame Rate

NETWORK & ADVANCED


